load direction

Key Eye Point

" WITH KEY WRENCH

Fit out key wrench for easy mount the
lifting point on object

\ 360° rotated

Metric thread

Thread Dimensions mm
ITEM NO. WLL/T M E A 3 C D

YD094-M8 0.3 M8 X 1.25-6¢g 12 2L 25 10
YD094-M10 0.4 M10X1.5-6¢g 15 4 25 10
YD094-M12 0.75 M12X1.75-69g 18 52 30 32 /6 10
YD094-M14 0.75 M14X2.0-69g 18 52 30 32 /6 20
YD094-M16 1.3 M16X2.0-6g 24 61 35 39 o1 30
YD094-M18 1.5 M18X2.5-6¢g 24 61 35 39 o1

YD094-M20 2.3 M20X 2.5-69g 30 /70 40 47 108 /70

Key Eye Point YD 094

At right lifting position and
installation condition it has larger
WLL than DIN 580. According EN

Eye type swivel hoist ring have
choose special alloy steel forging
and High Strength Quenched and

Point body is finished with Epoxy
coating for improved corrosion

resistance.

1677 standard.

tempered after treatment.it has
superior mechanical property

After bolt locking, the ring body can rotate 360

Available on demand for WLL range ( M8-

YD094-M22
YD094-M24
YD094-M27
YD094-M30
YD094-M33
YD094-M36

2.3
3.2
3.2
4.5
4.5
/

M22 X 2.5-6¢9
M24 X 3.0-69
M27 X 3.0-69
M30X 3.5-6¢g
M33 X 3.5-6¢g
M36X4.0-69

30
36
36
45
45
54

/70
84
84
105
105
126

40
438
438
60
60
/2

29

27

47
29
55
6/
6/
85

108
127
127
159
159
195

80
150
200
350
350
410

M48,0.3-20T ) choose of standard metric thread,
metric fine thread ,UNC UNF thread,BSW (British
standard Whitworth thread) and so on. Multiple bolt
lengths available to meet specific application
requirement for long or through hole.

degrees. In the case of multi limb lifting sling,ring
body parts can be automatically adjusted with the
direction of tensile stress angle. Every direction have
4 times safety factor.

YD094-M42 9
YD094-M48 12

w safetyfactor:4:1
Available on demand for choose of standard metric thread, metric fine thread, UNC,UNF thread, BSW(British standard Whitworth thread) and so on.

/AWARNING

Do notoverload use and Install the base of the hoist ring flush to the mounting surface.

M42 X 4.5-6 63 147 82 08  225.5 550
M48 X 5.0-6g 72 168 6 38 36 114 259 27 550

/AWARNING

Do notoverload use and Install the base of the hoist ring flush to the mounting surface. 1 9 2 O




Mount on the top

L
'l

Mount on the side

-
-~ B

360 rotated

load direction

i
(]
'
_ F
UNC Thread
Thread Dimensions mm Weight
UEMNRL W TPI B C D F H s K
YD094-5/16 0.3 5/16-18UNC-2A 12 44 25 3 9.5 26 61.5 6 10 0.15
YD094-3/8 0.4 3/8-16UNC-2A 15 44 25 8 9.5 26 64.5 6 10 0.15
YD094-7/16 0.75 7/16-14UNC-2A 18 52 30 10 11 32 76 3 10 0.2
YD094-1/2 0.75 1/2-13UNC-2A 18 52 30 10 11 32 /6 38 10 0.2
YD094-5/8 1ad 5/8-1TUNC-2A 24 61 35 14 13 39 01 10 30 0.35
YD094-3/4 2.3 3/4-10UNC-2A 30 70 40 16 15 47 108 12 70 0.6
YD094-7/8 2.3 7/8-9UNC-2A 30 70 40 16 15 47 108 12 150 0.6
YD094-1 3.2 1-8UNC-2A 36 34 48 19 18 55 127 14 150 1
YD094-1-1/4 4.5 1-1/4-7UNC-2A 45 105 60 24 22.5 67 159 1 350 2
YD094-1-1/2 / 1-1/2-6UNC-2A 54 126 /2 29 27 85 195 22 410 3
YD094-1-3/4 9 1-3/4-5UNC-2A 63 147 82 34 32.5 08 225.5 22 550 5
YD094-2 12 2-4. 5UNC-2A 72 168 06 38 36 114 259 27 550 7.5

Load style & E nl &

Number of pieces 1 2 1 2

Inclination angle 0 0 90° 90° 0-45° 45-60°  Asymmetry 0-45" 45-60°  Asymmetry
ITEM NO. Thread M WLL/T

YD094-M8 3 1 2 0.3 0.6 0.42 0.3 0.3 0.63 0.45 0.3
YD094-M10 10 1 2 0.4 0.8 0.56 04 04 0.8 0.6 0.4
YD094-M12 12 2 4 0.75 j 1 0.75 0.75 1.5 j 0.75
YD094-M14 14 2 2 0.75 [ 1 075 0.75 1.5 {1 0.75
YD094-M16 16 4 8 | 3 2.] 15 1.5 3] 2.2 1.5
YD094-M18 18 2 3 125 3 2.1 125 1.5 3.1 2.2 1.5
YD094-M20 20 6 12 2.3 4.6 3.2 2.3 2.3 4.8 3.4 2.3
YD094-M22 22 6 12 2.3 4.6 3.2 23 2.3 4.8 3.4 2.3
YD094-M24 24 8 16 3.2 6.4 4.5 352 3.2 6.7 4.8 3.2
YD094-M27 27 8 16 3.2 6.4 4.5 3.2 3.2 6.7 4.8 3.2
YD094-M30 30 12 24 4.5 9 6.3 4.5 4.5 04 6.7 4.5
YD094-M33 33 12 24 4.5 9 6.5 4.5 4.5 94 6.7 4.5
YD094-M36 36 16 32 / 14 0.8 / 7/ 14.7 10.5 7/
YD094-M42 42 24 48 9 18 12.6 9 18.9 13.5 9
YD094-M48 48 32 64 12 24 16.8 12 12 25 18 12
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Do notoverload use and Install the base of the holst ring flush to the mounting surface.

21

% safetyfactor:4:1

Available on demand for choose of standard metric thread, metric fine thread, UNC,UNF thread, BSW(British standard Whitworth thread) and so on.
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fit out key wrench for easy mount
the lifting point on object

BRIEF INTRODUCTION

Material of body and screw:Duplex Stainless Steel

High resistance against sea water and in environments with a high concentration of chlorine ions.
Widely Used to ourdoor working.

Attaching to safety sling, it applies to work at aloft.

360° rotation, adjustable in the direction of pull.

Using screw only to ensure fast installation.

Multiple bolt lengths available to meet specific application requirement for long or through hole.
hexagonal design to ensure perfectly fitted and tighten to the mounting surface with wrench tool.

—
o
—
.-
—
—
e
—
—
-
~—
N
S
T~
S
‘_‘
‘
o=
s
-
N

Do notoverload use and Install the base of the holst ring fiush to the mounting surface.
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Mount on the top
Hexagonal bolt 360 degree E:- Mark
fast installation Rotation = 3 persons
Mount on the side ’ K " C
AB S
a D —
= R A S A T — I - T
Number of pieces 1 2 1 2 ) ) 3-4 3-4
Inclination angle 0 0 90° 90° 0-45° 45-60° Asymmetry 0-45° 45-60°  Asymmetry } L
ITEM NO. Thread TPI WLL/T v
—

YD094-5/16 5/16 1 2 0.3 0.6 0.42 0.3 0.3 0.63 0.45 0.3 —E M
YD094-3/8 3/8 1 2 0.4 0.8 0.56 0.4 0.4 0.8 0.6 0.4
YD094-7/16 7/16 2 2 0.75 1.5 1 0.75 0.75 1 1.1 0.75
YD094-1/2 1/2 2 4 0.75 15 1 0.75 0.75 1.5 1.1 0.75
YD094-5/8 5/8 4 8 1.5 3 2.1 1.5 1.5 3.1 2.2 1.5
YD094-3/4 3/4 6 12 2.3 4.6 3.7 2.3 2.3 4.8 34 2.3 .
YD094-7/8 //8 6 12 2.3 4.6 3.2 2.3 2.3 4.8 3.4 2.3 Duplex Stalnless Stee' Eye BOIt
YD094-1 1 8 16 3.2 6.4 4.5 3.2 3.2 6.7 4.8 3.2
YD094-1-1/4 1-1/4 12 24 4.5 9 6.3 4.5 4.5 9.4 6.7 4.5 Dimensions/ mm Weight
YD094-1-1/2 1-1/2 16 32 7 14 9.8 7 7 14.7 10.5 7 MODEL NUMBER B C E K T L M S Kg
YD094-1-3/4 1-3/4 24 48 9 18 12.6 18.9 13.5 9

/ PSA-16 3 14 14 35 67 50 24 MI6X26g 10 03
YD094-2 2 32 64 12 24 16.8 12 12 25 18 12 PSA-16L 3 14 14 35 67 50 120 M1 6X2-69 10 0.45

24 Do notoverload use and Install the base of the hoist ring flush to the mounting surface.
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